PRODUCT DESCRIPTION
QUIKRETE® Concrete & Asphalt Cleaner (#8601) is a strong, all-purpose cleaner that removes oil, grease and unwanted soil build-up on concrete, masonry, asphalt, and other hard surfaces.

PRODUCT USE
QUIKRETE® Concrete & Asphalt Cleaner contains no acids and is safe to use on any hard surface where water is safe. It is non-toxic, non-flammable, and has no after odors. Used for cleaning:
- Brick
- Slate
- Flagstone
- Quarry tile
- Driveways
- Grout in ceramic tile
- Parking lots
- Garage floors
- Gas stations
- Industrial plant floors
- Tools and Lawnmowers

Also used prior to application of QUIKRETE® Vinyl Concrete Patcher (#1133), QUIKRETE® Heavy Duty Masonry Coating (#1300) and QUIKRETE® Sand Topping Mix and other QUIKRETE Patching and resurfacing products.

SIZES
- QUIKRETE® Concrete & Asphalt Cleaner – 1 quart. (946 ml) and a 1 gallon (3.8 L) bottles

RATE OF APPLICATION
Light soil: One part QUIKRETE® Concrete & Asphalt Cleaner and 6 parts fresh water.
Medium soil: One part QUIKRETE® Concrete & Asphalt Cleaner and 4 parts fresh water
Heavy soil: Dilute 1:1 or use full strength.

WARRANTY
NOTICE: Obtain the applicable LIMITED WARRANTY: at www.quikrete.com/product-warranty or send a written request to The Quikrete Companies, LLC, Five Concourse Parkway, Atlanta, GA 30328, USA. Manufactured under the authority of The Quikrete Companies, LLC. © 2018 Quikrete International, Inc.

* Refer to www.quikrete.com for the most current technical data, SDS, and guide specifications
Revised 08 September 2016